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H . O & W O R K S

D-3/A, Panki Industrial Estate, 

Kanpur - 208022, India 

T: +91 512 3045100 

F: +91 512 3045299 

E: lsl@lohiagroup.com 

E X P O R T M A R K E T I N G

218, Ansal Chambers II,

Bhikaji Cama Place, 

New Delhi - 110066, India

T: +91 11 3064 1770

F: +91 11 3064 1771

E: sales@lohiagroup.com

BANGALORE

544, 9th Cross,

7th Main, Sadashiv Nagar,

Bangalore - 560080

T: +91 80 2361 0020/22

    +91 80 4113 7799

F: +91 80 2361 0024

E: bangalore.lsl@lohiagroup.com

KOLKATA

H M Plaza Business Centre,

8, A J Bose Road, Ground Flr,

Kolkata - 700017

T: +91 33 2280 4640/41

F: +91 33 2290 5136

E: sales.kolkata@lohiagroup.com

DELHI

218, Ansal Chambers II,

Bhikaji Cama Place,

New Delhi - 110066

T: +91 11 3064 1770

F: +91 11 3064 1771

E: delhi.lsl@lohiagroup.com

AHMEDABAD

60, Triveni Park Bungalow,

Auda Staff Society, Drive-in,

Ahmedabad - 380054

T: +91 79 4005 2951-55

    +91 79 2684 1961-62

F: +91 79 2685 1704

E: ahmedabad.lsl@lohiagroup.com

B R A N C H O F F I C E S
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TECHNICAL SPECIFICATIONS

Bobbin core dimensions

Capacity

Machine dimensions

Winding ratio

Tape Width range # *

Denier range #

Length of traverse

Inner Diameter **

Length **

Winding speed #

Frame configuration

Frame size (L x W x H)

Max. bobbin diameter

------------------------------------------------------- Electronic  -------------------------------------------------------

Models LTW 250FELTW 200CE LTW 300FELTW 200FE

1-6 - 6.0 mm

400 - 3000

200 mm

35 mm

218 mm

160 - 500 m/min

160 mm

6 High, 4 Across

2.08 x 0.80 x 1.85 m

1-6 - 6.0 mm

400 - 3000

200 mm 

90 mm

230 mm 

160 - 500 m/min

240 mm

1.65 x 0.84 x 1.95 m

1-6 - 6.0 mm

400 - 3000

250 mm 

90 mm

280 mm 

280 mm 

1.65 x 0.84 x 1.95 m

4 High, 3 Across

1-6 - 6.0 mm

400 - 3000

300 mm

90 mm

330 mm

290 mm

1.65 x 0.84 x 1.95 m

4 High, 3 Across 4 High, 3 Across

160 - 500 m/min 160 - 500 m/min

Winding ratio ------------------------------------------------------- Mechanical -------------------------------------------------------

Models LTW 200C LTW 250FLTW 200F LTW 300F

Bobbin core dimensions

Capacity

Machine dimensions

Tape Width range # *

Denier range #

Length of traverse

Inner Diameter **

Length **

Winding speed #

Frame configuration

Frame size (L x W x H)

Max. bobbin diameter

1-6 - 6.0 mm

400 - 3000

200 mm

35 mm

218 mm

160 - 425 m/min

160 mm

6 High,4 Across

1-6 - 6.0 mm

400 - 3000

250 mm

90 mm

280 mm 

280 mm 

4 High, 3 Across

1-6 - 6.0 mm

400 - 3000

200 mm 

90 mm

230 mm 

160 - 425 m/min

240 mm

1-6 - 6.0 mm

400 - 3000

300 mm

90 mm

330 mm

290 mm

2.08 x 0.80 x 1.85 m 1.65 x 0.84 x 1.95 m1.65 x 0.84 x 1.95 m 1.65 x 0.84 x 1.95 m

160 - 425 m/min 160 - 425 m/min

4 High, 3 Across 4 High, 3 Across

# Extreme values cannot be combined.     

* Traverse guides may need to be changed depending on the tape width.   

** Other options on request

Specifications are subject to change without prior notice due to continuous developments. These details are indicative and not binding.

Extreme values indicated are not achievable simultaneously. 

The pictures may show optional equipment that are not a part of the standard supply. For details, refer to quotation.

w
in

d
in

g

Ta p e W i n d e r s

Innovation to leadership
Since 1981

ISO 9001-2000
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